
Genius™ Digital Sprinkler – Model #400101
Programmable sprinkler that waters with uniform precipitation in exact shape of any zone. 

Features include: Multi-volume streams, valve-in-head, variable rotational speed; replaceable 
nozzle, screen filter and cap

Distance Range: 	 up to 35’ (variable, programmable)
Precipitation Rate:  	 .05” per rotation, entire zone
Flow Rate: 	 1 – 10 GPM (varies per distance)
Zone shape: 	 programmable, maps to any zone shape
Mapping points:  	 up to 50 per zone
Water Pressure: 	 40 – 80 PSI
Water Inlet:  	 ¾” FPT
Operating Temperature: 	 30 – 120˚F (0-50˚C)*
Body Height: 	 11”, Body Diameter: 5”
Pop-up Height: 	 5”, Pop-up Diameter: 2”
Housing Materials: 	 Polypropylene and PVC
Sprinkler Electrical Connection: 	 2 wire, 18 gauge, 18” pigtail

Genius™ Controller  Model #501101 
Genius™ Server Model #500101
The Genius Controller and Server link wirelessly, and connect via wi-fi to mobile  
devices with the Genius mobile app. They work together with a flowmeter to  
calibrate, monitor and control Genius sprinklers.

Features include: LED indicators, power surge protection, internal antennas,  
USB port, memory backup, rain sensor compatible

No. of Zones: 	� Each server runs up to eight zones  
Each controller connects up to four servers

Wireless Network: 	� Wi-Fi 802.11n for mobile devices, 433 Mhz radio for 
Controller/Server communication (up to 200’ range)

Wired Network:	 Controller wired to Flow Meter 
	 Server wired to Genius Sprinklers
Sensor inputs: 	� Flow meter (Toro® TFS-100, required) and rain sensor
Electrical supply: 	 24VAC, 750 ma 
Sprinkler Electrical Connection: 	 up to 700’ (18 gauge multi-conductor)
Enclosures: 	 Outdoor, NEMA 4 rated 
Sizes:  	 Controller  6 ¾” x 4 ¾” x 2 ¼” , Server 9”x 5 ¾” x 2 ¼”

NOTE: The controller and server communicate wirelessly, may be installed up to 200’ apart 

Genius Mobile app 
For scheduling and programming/mapping zones.  
Features include: tracking water usage, leak detection, monitoring sprinklers

Android or iOS
Wi-Fi Connectivity to Genius Controller and Server
Interactive zone mapping
Displays all mapping points, distances, and zone map  
Scheduling and manual operation
WPA Security 

Changing the Way We Water the World.™

For more information, please contact us at:  
5250 W. 73rd St., Suite I, Edina, MN 55439  

(612) 238-7575  •   Email: info@irrigreen.com    
www.irrigreen.com
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